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Promol Anticor 482

3awuTa oT Koppo3uu anga nwboro Tuna mertanna

Promol Anticor 482

- YHuBepcanbHasg 3alumta oT Kopposauu

- HU3KOBSA3KNN NPOAYKT

- hopMumpyeT KOPUYHEBYHO BOCKOBYIO MIIEHKY

- BOJOBbITECHSAOLWNIA

- FOTOB K MPUMEHEHUIO, NErko yaanseTcsa BPpyYHy, NPy NOMOLLX MOKOLLIEro cpeacTaa
- NpOCT B obpaLlieHnn

- He coaepxunT Bapuin, be3onaceH ans NPMMEHEeHNs

Obnactb NPUMEHeHUs:

- MHCcTpymeHTbI, nonydabpukaTthl getanen n COopHbIX 31IEMEHTOB NPU TPAHCNOPTUPOBKE U
MeXonepaumMoHHOM XpaHeHUN (Hanpumep, Mexay AByMs paboymmmn onepaumsamn)
- [lns 3aWwmTbl CpeaHECPOYHON NEPCNEKTMBE MPU XPaHEHUM B MOMELLIEHNN

Ncnonb3oBaHue:

Promol AHTukop 482 MOXXHO HAHOCUTb pacnbIfiEHUEM, NOTPYXEHNEM UNN KUCTBIO, BanuKN.
lMonyyeHHas nneHka HageXHOo 3alUMLLaeT OT KOPPO3UKM U 0COBEHHO NErko yaanuTcs npu
HeobxooMMocCTw.

Pn3nkKo-xMuMn4eckmne CBOMCTBa:

LiBeT: KOPUYHEBLIN
3alwmTHasa nneHka: BOCKOBasi

Temnepatypa Bcnbiwkn: 40 °C [DIN 51755]

Macca nneHku: 1,2 r/m?
BsaskocTb: 2,7 wmm?/c [ASTM D 7042]
MnoTHoCTb: 0,79 r/cm® [ASTM D 7042]

3awmTa oT Koppo3uu: > 75 pgHen B knumatmnyeckom kamepe [DIN EN ISO 6270-2 AHT]
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