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HAKUPUR 50-850
Cleaning concentrate

METALWORKING & CLEANING

ADVANTAGES

	■ Good cleaning and degreasing effect

	■ Rust removal

	■ Removal of drawing soap

	■ Removal of phosphate layers

	■ Adapted to processing media high with 
sulfonate content

	■ Approval for bath control by SensAction/
Endress+Hauser

	■ Released for plants of BvL Oberflächen-
technik GmbH

version 6/22092023/VdS

Description And Use
Cleaning concentrate
Alkaline cleaner
For interim or final cleaning in one or multi-chamber plants
For detachment of persistant oil, grease and dirt deposits
For system cleaning
For aggregate reprocessing

Product Characteristics
Strong alkaline
Boron-free
Biocide-free

Material suitability
- Cast iron 
- Steel 
- High alloyed and quenched and tempered steels 

Application processes
Flooding
Low-pressure spraying
Injection flooding
Immersion
Ultra-sonic

Typical Process Flow
In spray washing and flooding process
By immersion and ultrasonic process

Physical Properties
Appearance: liquid, yellow
Density (20 °C), [g/cm³]: 1.312
Density (68 °F), [lb/gal]: 10.949
pH-value (conc.): >13
pH-value (1 %): 12.3
Material Spec. acc. Detergents Regulation (EC) No. 648/2004:
< 5 %  phosphonates
< 5 %  nonionic surfactants
≥ 5 % - < 15 % phosphates

Instructions For Use
Application concentration [%]: 0.5 - 15
Application temperature [°C]: 40 - 80

Application temperature [°F]: 104 - 176

Bath Control
Titration of 20 mL bath solution with hydrochloric acid c(HCL) = 
0.1 mol/L (0.1 N) and indicator solution bromophenol blue
Factor: 0.106
Calculation of the bath concentration: consumed titration agent (ml) 
x factor = concentration in %

Storage
At temperatures from +5 to + 50 °C / 14 to 122 °F.
Store dry and closed.
Protect from frost

Shelf life
720 days in abidance with the storage conditions.

Related Literature
Material safety datasheet.

Occupational safety, environmental protection and disposal
Waste code (EWC/AVV): 070601
Contaminated solutions have to be lead to an appropriate waste 
water treatment.
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Further Information
All statements and data given in this technical data sheet are made 
with best knowledge and intention using information available to us 
without any guarantee for the accuracy and completeness. Our sales 
representatives and technicians are at your disposal for any questions 
you may have. In all other respects, our General Terms and Conditions 
of Sale and Delivery in the current version shall apply exclusively. The 
currently valid version of the General Terms and Conditions of Sale and 
Delivery can be found on the website: https://kluthe.com/en/condi-
tions.


