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T E C H N I C A L  I N F O R M A T I O N  
 
 
HP 2000 
Degreasing and Cleaning Concentrate 
 
 
Description: - all-round applied cleaning concentrate 
 - excellent suitable for many cleaning works in the industry,  
   house hold, agriculture, repair shops etc. 
 - for example to the cleaning of machines, vehicles, floors and  
   engines 
 - by immersion, wiping or washing 
 - ideal high-pressure and steam jet-cleaner 
 
 
Properties: - bio-degradable cleaning concentrate 
 - excellent grease and dirt solving power 
 - penetrates even thicker dirt layers and incrustations and  
   removes them 
 
 
Application: By immersion, wiping and washing 
 applied concentration: 5 - 50 % depending on the degree  
     and kind of the contamination 
 By heating up to 60 - 70 °C the cleaning effect of HP 2000 can be 

raised.  
 
 In high-pressure and steam jet cleaners: 
 Add at the lance approx. 0,5 - 3 % 
 
 
Bath Control: Determination of concentration occurs by titration: 
 Receiver:   50 ml 
 Indicator:   Bromophenol blue 
 Standard solution:  0,1 N hydrochloric acid 
 Factor:   0,167 
 
 
Technical Data: Appearance:   bright yellow, liquid, pleasant smell 

 Density (20 °C):  1,09  0,01 
 pH-value conc.:  10,8 ± 0,5 
 pH-value 1 %age:  7,6 ± 0,5 
 
 Material Spec. acc. Detergents Regulation (EC) No. 648/2004 
 contains < 5 % non-ionic surfactants 
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 concentration (%): conductance value (s/cm): 
 
   0,5   1100 
   1,0   1450 
   1,5   1920 
   2,0   2400 
   2,5   2870 
   3,0   3280 
   3,5   3740 
   4,0   4060 
   4,5   4420 
   5,0   4790 
 

 Conductance value of water 830 s/cm 
 
 
Durability: 24 months at +5 - +50 °C, store dry and closed 
 
 
Complementary 
Literature: EU-Material safety data sheet 
 
 
Disposal: Waste key number:  070601 
 Contaminated solutions have to be leaded to an appropriate waste 

water Treatment. 
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